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CAUTION: DISCONNECT ELECTRIC CURRENT BEFORE SERVICING

240 VAC
120 VAC } 120 VAC
ou N 20
RED BLK WIRING CODES
14 SR BLUE c START 14 RN CRN (0)  PLUG-NTIMER
14p SWICH 1 1 (X QUICK DISCONNECT TERMINAL
CABINET NC NO GRAY "
S ma CABINET ToP CONTROL & CONNECTION
DOOR PANEL
i BUZZER B(R;L:{I\T/I SWITCH GRAYM2 B’\I;IIL? Jr NO CONNECTION
M6 Yo MOTOR SWITCH
5 9 C WHT ®@® wir ma AT WIRE SPECIFICATIONS = SPUCE
RN ] GRN cope WIRECAUGE | \SULATION MATERIAL T MOTOR PROTECTOR
TIMER LH,\EEEARAL MOTOR M5 M1 147 18P 18 105°C PVC /77 Cchassis (CABINET) GROUND
™ MOTOR 14P 14 (POLYVINYLCHLORIDE) O SCREW TERMINAL
14X 14 125°C X-LINK —>>— HARNESS CONNECTOR TERMINAL
TAN CABINET
/ T X . BASE NOTE: ALLA Lrilgls]P;PC\HED WIRE CODES @ INSULATED TERMINAL
4.4KQ YEL
R FABRIC 14X
% SELECTOR
SWITCH
4 YEL % ?
ske g: HEATER NOTES:
4500 WATTS BLK 1. ALL WIRING MUST CONFORM TO LOCAL
14X FABRIC SELECTOR SWITCH ELECTRICAL CODES.
ORG/ELK FUNCTION | RESISTANCE 4-5 2. CONNECT DRYER TO A 30 AMPERE
- ORGBLK ®@§9 HIGH OPEN INDIVIDUAL BRANCH CIRCUIT,
14p MEDIUM 3KQ 3. TIMER SHOWN IN OFF POSITION, DOOR
el o T Low 10 Q MAX SWITCH CLOSED, MOTOR AT REST,
TIMER BLK & THERMOSTAT CLOSED.
NOTE:
DASHED LINES INDICATE
CIRCUITS THAT ARE NOT
IN ALL MODELS.
CYCLES
BAR CHART TO THE LEFT REPRESENTS ONE
CIRCUT AUTO DRY OFF TIMED DRY (MIN) oFF COMPLETE REVOLUTION OF TIMER SHAFT.
31.7 l? 0 105.3 9P 7‘5 69 45 39 1? 0
IVER X [ QV 4 K : ! SHADED PORTION OF BAR CHART INDICATES
VIOTOR BC IR 7 THE PROPORTIONAL TIMES THAT INTERNAL

TIMER CONTACTS ARE CLOSED.
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