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JKD910SBSS - GE Profile Performance" 27" Warming Drawer

Warming Drawer Dimensions (in inches) Under Oven Installation (in inches)
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OptionalAccessories:

JXPNl-Optional PanSetAccessoryfor
WarmingDrawer.
Fivecommercialpanswith lids (4"deep)

Onelargepan(14quarts)
Two pans(6quartseach)medium
Twosmallpans(3quartseach)

ZXD27B-1/4" woodpaneltrim kit

Important Installation Note:
Mustprovideanti-tipbraceat the backof
the cabinetandthe topof thecutout.

Note:Wheninstallingwarmingdrawer
with acooktop,allow a 2" minimum
fromcooktopburnerboxbottomto top
of cut-out.
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Featuresand Benefits

• 1.67cu.ft Capacity
• VariableTemperatureControl- Proof(80)/ Low(140)/ Med(170)/ High(210)

• VariableHumidityControl- Crispto Moist
• Half Rack

• "On"SignalLight
• On/OffRockerSwitch

• RemovableStainlessSteelPan

• FullExtensionBall BearingGlides
• HiddenControlsProvideFlushInstallationAppearance

• VariableInstallationOptions
• Model JKD910WBWW- White onwhite

• ModelJKD910BBBB- Blackon black

• Model JKD910ABAA- Almondon almond

• Model JKD910SBSS- Stainlesssteel

• Model JKD910CBCC- Bisque
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