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DISCONNECT ELECTRIC CURRENT BEFORE SERVICING

WIRING CODES
PLUG-IN TIMER
QUICK DISCONNECT TERMINAL
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NOTES:

WRE_SPECIFICATIONS 1. ALL WIRING MUST CONFORM TO LOCAL

cope [WRE, SAVCE|NsuLATION MATERIAL ELECTRICAL CODES.
18P 18 2. CONNECT DRYER TO A 30 AMPERE
16P 16 (POLYK?I?I?LS-IVI?ORIDE) INDIVIDUAL BRANCH CIRCUIT.
14P 14 3. TIMER SHOWN IN OFF POSITION, DOOR
14X 14 125'C X—LINK SWITCH CLOSED, MOTOR AT REST,

& THERMOSTAT CLOSED.

NOTE: ALL UNSPECIFIED WIRE CODES
ARE 18P.

BAR CHART TO THE LEFT REPRESENTS ONE
COMPLETE REVOLUTION OF TIMER SHAFT.

SHADED PORTION OF BAR CHART INDICATES
THE PROPORTIONAL TIMES THAT INTERNAL

TIMER CONTACTS ARE CLOSED. WIRING DIAGRAM

P/N 131543200

CODES DE CABLAGE
BORNE A FICHE DE MINUT
BORNE DE COUPURE RAPIDE
CONNEXION
ABSENCE DE CONNEXION
COMMUT MOTEUR
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PROTECTEUR MOTEUR
TERRE
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REMARQUES: N

1. TOUT CABLAGE DOIT ETRE CONFORME AUX
CODES ELECTRIQUES LOCAUX.

2. CONNECTER LA SECHEUSE A UN BRANCHEMENT
INDIVIDUEL DE 30 AMPERES.

SPECIFICATIONS DE CABLAGE

CODE
18P

CALBRE FIL|\jATERIAU ISOLANT
18

105°C CPV

8P | 16 (CHLORURE DE 3. MINUTERIE MONTREE A L'ARRET, INTERRUPTEUR
14P | 14 POLYVINYLE DE PORTE FERME, MOTEUR AU REPOS, ET
T 1 125C %—LNK THERMOSTATS FERMES.

CODES_DE CABLES

REMARQUE: TOUS
NON_SPECIFIES SONT 18P.

DIAGRAMME HACHURE CI—CONTRE REPRESENTE
UN TOUR COMPLET D’AXE DE MINUTERIE.

PARTIES HACHUREES INDIQUENT LES TEMPS
PROPORTIONNELS DE FERMETURE DES CONTACTS
DE MINUTERIE INTERNE.

SC§HEMA DE CABLAGE
PIECE N°* 131543200



	Model

