GE Appliances

GNSF35Z—GE SmartWater™ Softening System
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Salt Capacity - 200 Ibs.

Warranty Information
Full One-Year Warranty —
(parts and labor at no additional charge) applies to entire unit.

Limited Three-Year Warranty —
(parts only) applies to electronic monitor.

Limited Ten-Year Warranty — (parts only)
applies to replacement cabinet (brine tank) or resin tank.
See written warranty, packed with product, for details.

Important: All units must be installed according to local plumbing
and electrical regulations.

For answers to your Monogram®

GE Profile Performance Series,”

GE Profile” or GE appliance questions, call
GE Answer Center® service, 800.626.2000.
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Features and Benefits

= Grey / Round

= Electronic-Demand Drive

= GE Simple-to-Set Electronic Controls

= Permanent Settings Memory

= Super Capacity (35,000 grain capacity)

= Demand-Initiated Regeneration

= Efficiency (5168 gpg)

= Maximum Hardness Removal (100 gpg)

= Maximum Iron Reduction (6 ppm)

= Standard Mesh Resin Filter

= 24 \olt Electronic System

= Salt Storage Capacity (200 Ibs.)

= Water Used for Regeneration (40-50 gallons)
= Regneration Time (118 minutes)

= |nstallation Kit, Bypass Valve and Drain Tubing Included
= Model GNSF35Z - Grey



