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B
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n
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B
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E

P
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O
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tificatio
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/C
h
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m
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O
p
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b
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n

n
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n
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S
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n
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n

.

M
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M
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 d
o
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n
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p
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.

M
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M
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n

d
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o
rrective A
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n

F
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o

d
e

1. (F
10 only) C

heck R
T

D
 S

ensor P
robe &

 replace if necessary. If oven is overheating, disconnect
pow

er. If oven continues to overheat w
hen the pow

er is reapplied, replace E
O

C
. S

evere overheating
m

ay require the entire oven to be replaced should dam
age be extensive.

2. (F
11, 12 &

 13) D
isconnect pow

er, w
ait 30 seconds and reapply pow

er.
3. (F

11, 12 &
 13) If fault returns upon pow

er-up, replace E
O

C
.

1. (F
30 or F

31) C
heck resistance at room

 tem
perature &

 com
pare to R

T
D

 S
ensor resistance chart.

If resistance does not m
atch the R

T
D

 chart replace R
T

D
 S

ensor P
robe. C

heck S
ensor w

iring
harness betw

een E
O

C
 &

 S
ensor P

robe connector.

2. (F
30 or F

31) C
heck resistance at room

 tem
perature, if less than 500 ohm

s, replace R
T

D
 S

ensor
P

robe. C
heck for shorted S

ensor P
robe harness betw

een E
O

C
 &

 P
robe connector.

1. (F
90, 91, 92, 93 &

 94) C
heck the w

iring betw
een E

O
C

 &
 Lock M

otor M
icro S

w
itch.

2. (F
90, 91, 92, 93 &

 94) R
eplace the M

otor D
oor Latch assem

bly if necessary.
3. (F

90, 91, 92, 93 &
 94) C

heck for binding of the Latch C
am

, Lock M
otor R

od &
 Lock M

otor C
am

.
4. (F

90, 91, 92, 93 &
 94) C

heck to see if Lock M
otor C

oil is open. If open, replace Lock M
otor

A
ssem

bly.
5. (F

90, 91, 92, 93 &
 94) Lock M

otor continuosly runs - if M
icro S

w
itch is open, replace Lock M

otor
A

ssem
bly.

6. (F
92, 93 &

 94) C
heck oven door Light S

w
itch - if open, replace S

w
itch.

7. If all situations above do not solve problem
, replace E

O
C

.

F10

F11

F12

F13

F30

F31

F90

F91

F92

F93

F94

N
O
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E - T
h

is service d
ata sh

eet is in
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d
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r u

se b
y

p
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n
s h

avin
g

 electrical an
d

 m
ech

an
ical train

in
g

 an
d

 a level o
f

kn
o

w
led

g
e o

f th
ese su

b
jects g

en
erally co

n
sid

ered
 accep

tab
le

in
 th

e ap
p

lian
ce rep

air trad
e.  T

h
e m

an
u

factu
rer can

n
o

t b
e

resp
o

n
sib

le, n
o

r assu
m

e an
y liab

ility fo
r in

ju
ry o

r d
am

ag
e o

f
an

y kin
d

 arisin
g

 fro
m

 th
e u

se o
f th

is d
ata sh

eet.

S
A

F
E

 S
E

R
V

IC
IN

G
 P

R
A

C
T

IC
E

S
T

o avoid the possibility of personal injury and/or property dam
age, it

is im
portant that safe servicing practices be observed.  T

he follow
ing

are exam
ples, but w

ithout lim
itation, of such practices.

1.
B

efore servicing or m
oving an appliance rem

ove pow
er cord

from
 electrical outlet, trip circuit breaker to O

F
F

, or rem
ove fuse.

2.
N

ever interfere w
ith the proper installation of any safety device.

3.
G

R
O

U
N

D
IN

G
:  T

he standard color coding for safety ground
w

ires is G
R

E
E

N
 or G

R
E

E
N

 W
IT

H
 Y

E
LLO

W
 S

T
R

IP
E

S
.  G

round
leads are not to be used as current carrying conductors.  It is
extrem

ely im
p

o
rtan

t th
at th

e service tech
n

ician
 reestab

lish
all safety g

ro
u

n
d

s p
rio

r to
 co

m
p

letio
n

 o
f service.  F

ailu
re

to
 d

o
 so

 w
ill create a p

o
ten

tial safety h
azard

.
4.

P
rior to returning the product to service, ensure that:

• A
ll electric connections are correct and secure.

• A
ll electrical leads are properly dressed and secured aw

ay
from

 sharp edges, high-tem
perature com

ponents, and m
oving

p
a

rts.
• A

ll uninsulated electrical term
inals, connectors, heaters, etc.

are adequately spaced aw
ay from

 all m
etal parts and panels.

• A
ll safety grounds (both internal and external) are correctly

and securely reassem
bled.

R
TD

 S
C

A
LE

T
em

perature (°F
)

R
esistance (ohm

s)

32 ±
 1.9

1000 ±
 4.0

75 ±
 2.5

1091 ±
 5.3

250 ±
 4.4

1453 ±
 8.9

350 ±
 5.4

1654 ±
 10.8

450 ±
 6.9

1852 ±
 13.5

550 ±
 8.2

2047 ±
 15.8

650 ±
 9.6

2237 ±
 18.5

900 ± 13.6
2697 ±

 24.4
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R
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E
.O

.C
. C

O
N

T
R

O
L

 C
O

N
N

E
C

T
IO

N
S

 (P
5)

O
V

E
N

 C
A

L
IB

R
A

T
IO

N
S

et the electronic oven control for norm
al baking at 350°F

.  O
btain an average

oven tem
perature after a m

inim
um

 of 5 cycles.  P
ress S

T
O

P
/C

L
E

A
R

 to end bake
m

ode.

T
E

M
P

E
R

A
T

U
R

E
 A

D
JU

S
T

M
E

N
T

1.
S

et E
O

C
 to bake at 550°F

.
2.

W
ithin 5 seconds of setting 550°F

, press and hold the bake pad for
approxim

ately 15 seconds until a single beep is heard (longer m
ay cause

F
11 shorted keypad alarm

).
3.

C
alibration offset should appear in the display.

4.
U

se the slew
 keys to adjust the oven tem

perature up or dow
n 35°F

 in 5°F
in

cre
m

e
n

ts.
5.

O
nce the desired (-35° to 35°) offset has been applied, press S

T
O

P
/C

L
E

A
R

.

N
o

te: C
hanging calibration affects norm

al B
ake m

ode. T
he adjustm

ents m
ade w

ill
not change the S

elf-C
leaning cycle tem

perature.
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