
UNIT PREPARATION

Adjust the leveling legs

• Beforeinstallation,place blanketan floorand rolldJshwasheronto

• Measurethe heightfromthefloor to the undersideof'_hecounter
• Dishwasheris 32 ¼ highwithoutlevelinglegs

• Adjustlevelinglegsso dishwasheris slightlylowerthan

• Oncethe unit is 1place, the rear legscan be adjusted

withan ElectroluxlegadJusrmentiool

Connect the braided hose

NOTE: Useof rigid, copper tubing v_ltmake it more difficutt
to install and position the dishwasher in the cabinet.

• Useflexiblebraidednoseto connectwa_ersupplyto d
(60" length for mostinstallations)

INSTALLA TION

• Insta ULlistedstrainreliefclampatjunctionbox

• Feedhousewidngthroughbackof junctionbox
- Connectlikecolorwiresto likecolorterminals

Secure the dishwasher

• Frontfaceof doorshouldbealignedwithcabinetdoorsurface

. Makesuredishwasheriscenteredincabinetopening

. For additionalstability,use side mountsin additionto
-Use magneticscrewdriverto holdscrewwhile feedin

. Withdooropen,adjusttdrn by looseningand extend

. If installedcorrectly,doorandswitchwill beunderneath

j Screws \

!ecompletethe £iectreiux experience, tiff the dishwasher
aid mse_eit and recemmendits use te the censumed


