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SCB1001MSS
GE Profile Advantium® 120 Wall Oven

Features and Benefits

e Speedcook Oven - Delivers oven quality food up to four times faster than a
conventional oven. No preheating required

 True European Convection Oven - 1500-watt convection oven mode bakes
and roasts at temperatures ranging from 80 to 450 degrees

¢ Sensor Microwave Oven - 975-watt sensor microwave oven mode
automatically delivers exceptional cooking results

e Warming Oven - Keeps prepared foods warm and fresh, and retains superb
moistness and crispness

 Proof Feature - Specialized mode allows dough to rise quickly

e 16" Turntable - Removable metal and glass trays easily handle large
casserole dishes

e Glass Touch Controls - Features a smooth glass design that is easy to
operate and easy to clean

e Rounded Rear Wall - Allows complete turntable rotation of 9" x 13" casserole
dish for even cooking

* Installation Flexibility - Fits either a 27" or a 30" wall oven cabinet
installation kit included)

e Preprogrammed Recipes - Provide quick and easy programming of over 175
speedcook food selections

e Multi-Level Cooking - Removable rack allows cooking of multiple dishes
at once

e Non-Stick Cooking Tray - 16" speedcook tray cleans up easily
e Model SCB1001MSS - Stainless Steel
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